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SCAN ME

Manufacturer of Complete Crushing & Screening Plants

Supplier of Environmentally-friendly Sand & Gravel Solutions

Service Provider of Smart Energy-saving Electric Control Management

China Headquarter: 

Manufacturing Base: 
No.1 Huihai Road, Binhai Industrial Park, 
Qidong, Jiangsu, China

CRUSH TO BUILD A BETTER WORLD

info@shpks.com
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Model

Feed opening 
width

Max. feed 
size

Nominal 
discharge 

opening width

Bottom 
diameter of 

vertical cone

Adjusting range 
of discharge 

opening
Capacity Power

Weight  
(excluding 

motor)

（mm） （mm） （mm） （mm） （mm） （t/h） （kw） （kg）

FKH-1040 1040 800 140 1600 140-175 1600-2350 315 127900

FKH-1210 1210 1000 150 1640 150-175 2200-2750 355 155800

FKH-1400 1400 1200 150 2200 150-200 2550-3380 450 246300

FKH-1600 1600 1350 150 2500 150-200 2580-3700 450 304600

FKH-1665 1600 1350 165 2500 165-230 4050-5530 600 389600
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Model

Feed opening 
size

Max. feed size
Discharge 

opening size
Capacity Power

Weight  
(excluding motor)

（mm） （mm） （mm） （t/h） （kw） （kg）

FKE-550 550×910 450 70-130 55-150 75 11000

FKE-630 630×910 500 65-195 130-285 90 15600

FKE-760 760×1065 650 100-170 200-400 132 28200

FKE-860 860×1065 750 200-270 250-500 132 28700

FKE-910 910×1230 750 100-250 280-570 160 45000

FKE-1400 1070×1400 900 100-300 390-725 200 58200

FKE-1600 1200×1630 1020 150-350 500-900 250 80200

FKE-2000 1500×2000 1300 150-350 750-1400 400 150000
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Model

Feed 
opening size

Max. feed 
size

Discharge 
opening size

Capacity
Eccentric 

shaft speed
Power

Weight  
(excluding 

motor)
Overall dimensions

（mm） （mm） （mm） （t/h） （r/min） （kw） （kg） （mm）

FPE-400X600 400X600 340 40-100 16-64 275 30 6500 1560X1730X1580

FPE-500X750 500X750 425 50-100 45-100 275 55 10300 1890X1910X1870

FPE-600X900 600X900 500 65-160 48-120 250 55/75 15500 2300X1840X2290

FPE-750X1060 750X1060 630 80-140 115-208 250 110 27020 2450X2470X2840

FPE-800X1060 800X1060 650 100-200 136-228 250 110 28400 2610X2500X2800

FPE-870X1060 870X1060 670 200-260 290-384 250 110 30500 2660X2550X2800

FPE-900X1200 900X1200 750 100-200 180-304 200 132 50000 3330X3180X3020

FPE-1000X1200 1000X1200 850 195-265 315-342 200 132 50600 3430X3180X3020

FPE-1200X1500 1200X1500 1020 150*350 300-800 180 220 83000 4200X3730X3840

FPE-1500X1800 1500X1800 1200 220-350 450-1000 180 355 122000 5160X3660X4248

FPEX-250X1000 250X1000 210 25-60 16-52 330 37/30 6500 1530X1990X1380

FPEX-250X1200 250X1200 210 25-60 20-60 330 37 7700 1900X2100X1430

FPEX-300X1300 300X1300 250 20-90 20-104 300 75 11000 1750X2320X1720
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Model
Rotor size

Feed opening 
size

Max. feed 
size

Discharge 
size

Capacity Power
Weight

（excluding motor）

（mm） （mm） （mm） （mm） （t/h） （kw） （kg）

FKF-100 Ø1000x1000 350x1020 200 ≤40 80-110 110 10000

FKF-130 Ø1280×1340 500×1360 200 ≤60 160-220 200 19900

FKF-150 Ø1540×1500 504×1530 300 ≤60 320-380 315 30000

FKF-180 Ø1600×1800 550×1800 350 ≤60 450-580 500 40300

FKF-200 Ø1800×2000 650×2000 600 ≤80 600-750 710 65000
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Model
Rotor size

Feed opening 
size

Max. feed 
size

Capacity Power
Weight

（excluding 
motor）

Overall dimensions

（mm） （mm） （mm） （t/h） （kw） （kg） （mm）

FPF-1007 Φ1000×700 400×730 300 25-45 30--55 9500 2400×1558×2660

FPF-1010 Φ1000×1050 400×1080 350 50-80 55-75 12200 2400×2250×2620

FPF-1210 Φ1250×1050 400×1280 350 80-120 110-132 14200 2690×2338×2890

FPF-1214 Φ1250×1400 400×1430 350 100-160 132-160 18500 2690×2688×2890

FPF-1310 Φ1300×1050 490×1170 400 80-140 110-160 13500 2780×2478×2855

FPF-1315 Φ1320×1500 860×1520 500 150-220 220 20900 3350×2710×2670

FPF-1515 Φ1500×1500 980×1610 500 220-280 315 30500 3950×3350×3055
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Model
Power

Cavity type

Max. 
feed size CSS Discharge opening ( mm ) & Standard capacity ( t/h )

（kw） （mm） 6 8 10 13 16 19 22 25 32 38 44 51

FKD-44 220

Extra-coarse 217 　 　 　 　 115-202 123-279 132-297 140-316 160-360 177-399 　 　

Coarse 177 　 　 　 102 110-220 118-295 126-316 135-336 153-382 169-339 　 　

Medium-coarse 142 　 　 　 98-124 107-266 105-286 122-305 130-325 148-333 163-245 　 　

Medium 112 　 　 119-190 128-283 138-303 148-324 157-345 179-286 198 　 　

Medium fine 87 　 　 117 127-232 137-251 147-269 157-288 167-306 190-254 　 　 　

Fine 72 　 93-139 99-181 107-196 115-212 123-227 133-243 141-258 160-214 　 　 　

Extra-fine 40 100 125 　 　 　 　 　 　 　 　 　 　

FKD-53 315

Extra-coarse 280 　 　 　 　 180 193-344 207-444 220-472 250-557 277-616 303-674 334-520

Standard-coarse 250 　 　 　 　 178-198 191-382 204-498 216-530 247-604 273-667 299-532 330-361

Coarse 220 　 　 　 　 175-194 188-376 201-491 214-522 244-596 269-658 295-524 324-361

Medium-coarse 180 　 　 　 　 167-260 179-438 191-468 204-498 232-568 256-513 281-374 　

Medium 140 　 　 　 　 204-306 219-456 234-487 249-519 284-521 313-418 　 　

Medium fine 120 　 　 　 200 216-385 232-413 247-441 263-470 299-471 331-379 　 　

Fine 90 　 　 　 206-320 222-347 238-373 255-398 271-424 309-425 342 　 　

Extra-fine 70 　 　 　 227-316 244-340 263-321 281-312 　 　 　 　 　

FKD-870 500 　 80-330 Adjusting range of discharge opening 10-60mm / Capacity 500-1200t/h / Weight 59 tons

Model
Power

Cavity type

Max. feed 
size CSS Discharge opening ( mm ) & Standard capacity ( t/h )

（kw） （mm） 19 22 25 29 32 35 38 41 44 48 51

FKD-44S 220

Extra-coarse 400 　 　 　 　 　 267 282-353 298-446 313-563 334-601 349-534

Coarse 350 　 　 　 225 239-299 254-381 269-484 284-511 298-448 318-398 333

Medium-coarse 300 　 　 195 214-267 228-342 242-435 256-461 270-486 284-426 303-378 317

Model
Power

Cavity type

Max. feed 
size CSS Discharge opening ( mm ) & Standard capacity ( t/h )

（kw） （mm） 38 41 44 48 51 54 60 64 70 76 83

FKD-53S 315
Extra-coarse 450 　 349 368-460 392-588 410-718 428-856 456-929 489-978 525-1050 562-983 604

Coarse 400 318 336-410 353-618 376-753 394-788 411-823 446-892 469-822 504-631 　 　
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Model

Max. 

feed size

Discharge 

opening range
Power CSS Discharge opening ( mm ) & Standard capacity ( t/h ) — Open circuit

（mm） （mm） （kw） 9 13 16 19 22 26 31 38 51

FKG-150C 165 22-31

90 30-41 50-66 75-86 90-102 100-123 110-132 130-158 　 　FKG-150M 135 13-26

FKG-150F 55 9-19

FKG-200C 180 22-31

160 55-62 70-93 100-140 130-170 165-195 175-220 195-230 　 　FKG-200M 140 13-31

FKG-200F 60 9-22

FKG-280C 250 26-51

200 58-72 75-98 130-150 170-210 190-220 230-260 270-298 299-322 325-350FKG-280M 160 16-38

FKG-280F 80 9-22

FKG-400C 300 31-51

315 120-145 140-180 200-240 230-300 270-349 295-368 310-410 350-450 460-550FKG-400M 230 22-51

FKG-400F 80 9-26

FKG-600C 350 31-51

450-550 　 300-420 350-530 390-510 430-590 460-620 190-680 570-760 650-860FKG-600M 230 22-51

FKG-600F 80 13-26
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Model Cavity type

Mantle 
diameter

Discharge 
opening 
range

Max. feed 
size

Capacity Power
Weight

（excluding 
motor）

Overall dimensions

( mm ) ( mm ) ( mm ) ( t/h ) ( kw ) ( kg )  ( mm )

FYFB-0910

Standard

Fine

900

9-22 85 45-91

75

12367

2700X2275X2115

FYFB-0917 Coarse 13-38 150 59-163 12221

FYFB-0918 Extra-coarse 25-38 150 118-163 12220

FYFD-0904

Short head

Fine 3-13 35 27-90 13164

FYFD-0906 Medium 3-16 51 27-100 13321

FYFD-0907 Coarse 6-19 65 59-129 13316

FYFB-1313

Standard

Fine

1295

13-31 115 109-181

160

22476

2983X1866X3156

FYFB-1321 Medium 16-38 178 132-253 22167

FYFB-1324 Coarse 19-51 205 172-349 22120

FYFB-1325 Extra-coarse 25-51 220 236-358 22125

FYFD-1306

Short head

Fine 3-16 54 36-163 21703

FYFD-1308 Medium 6-16 78 82-163 21675

FYFD-1310 Coarse 8-25 89 109-227 21789

FYFD-1313 Extra-coarse 16-25 113 209-236 21821

FYFBII-1620

Standard

Fine

1676

16-38 178 181-327

250

41460

3900X2930X3242

FYFBII-1624 Medium 22-51 205 258-417 41087

FYFBII-1626 Coarse 25-64 228 299-635 40834

FYFBII-1636 Extra-coarse 38-64 313 431-630 40674

FYFDII-1607

Short head

Fine 5-13 60 90-209 40734

FYFDII-1608 Medium 6-19 76 136-281 40614

FYFDII-1613 Coarse 10-25 113 190-336 40531

FYFDII-1614 Extra-coarse 13-25 129 253-336 40374

FYFBII-2127

Standard

Fine

2134

19-38 236 544-1034

400

86730

4613X3302X4638

FYFBII-2133 Medium 25-51 284 862-1424

FYFBII-2136 Coarse 31-64 314 1125-1814

FYFBII-2146 Extra-coarse 38-64 391 1252-1941

FYFDII-2110

Short head

Fine 5-16 89 218-463

89500
FYFDII-2113 Medium 10-19 113 404-580

FYFDII-2117 Coarse 13-25 151 517-680

FYFDII-2120 Extra-coarse 16-25 172 580-744
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Model
Max. feed size Impeller speed Capacity Power

Weight
（excluding motor）

（mm） （r/min） （t/h） （kw） （kg）

FKL-850 40 1230-1560 200-330 200×2（132×2/160×2/220×2） 11400

FKL-850F 40 1230-1560 200-330 200×2（132×2/160×2/220×2） 14000

FKL-850L 40 1230-1560 240-400 200×2（132×2/160×2/220×2） 11500

FKL-1000 50 1070-1310 280-540 220×2（160×2/200×2/250×2） 14000

FKL-1000F 50 1070-1310 280-540 220×2（160×2/200×2/250×2） 16600

FKL-1000L 50 1070-1310 330-620 220×2（160×2/200×2/250×2） 14100

FKL-1200 60 940-1100 380-660 250×2（200×2/220×2/280×2） 15700

FKL-1200F 60 940-1100 380-660 250×2（200×2/220×2/280×2） 18200

FKL-1200L 60 940-1100 460-760 250×2（200×2/220×2/280×2） 15800
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Model FKN-1012 FKN-1214 FKN-1416 FKN-1618

Rotor size (D×L)（mm） Φ1000×1200 Φ1200×1400 Φ1400×1600 Φ1600×1800

Rotor speed（r/min） 987 985 740 675

Feed opening size（mm） 300×1200 400×1400 400×1600 550×1800

Max. feed size（mm） 100 100 150 200

Discharge size（mm） 0-10 0-10 0-10 0-10

Capacity（t/h） 50-80 60-120 100-200 180-280

Power（kw） 132-160 160-220 280-315 315-500

Weight（excluding motor）（kg） 9000 15000 28000 38000

Overall dimensions（mm） 3200×2400×1700 3500×2700×2050 3900×2900×2200 4200×3100×2400
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Model FXL-915 F2XL-915 FXL-1115 F2XL-1115

Spiral diameter（mm） 915 915 1115 1115

Tub length（mm） 7585 7585 9782 9782

Feed size（mm） ≤ 10 ≤ 10 ≤ 10 ≤ 10

Capacity（t/h） 100 200 175 350

Rotation speed（r/min） 21 21 17 17

Power（kw） 11 2×11 15 2×15

Water consumption（t/h） 10-80 20-160 20-150 40-300

Dimensions（mm） 8500×2810×3600 8420×3760×3960 10780×3980×4170 10970×5250×4720

Weight（kg） 6270 11110 10180 17940
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Model

Screen 
inclination angle

Common 
mesh size

Capacity Power
Vibration exciter type

Weight

（°） （mm） （t/h） （kw） （kg）

FKT-1036 -5～ -3

0.3～ 0.6

10～ 35 2 ×1.1 2×YZO-20-4 3800

FKT-1236 -5～ -3 18～ 65 2 ×2.4 2×YZO-30-4 4500

FKT-1536 -5～ -3 30～ 90 2 ×3.1 2×YZO-40-6 5700

FKT-1838 -5～ -3 40～ 120 2 ×5.5 4×39-6 6600

FKT-2138 -3～ 0 60～ 150 2 ×7.5 4×45-6 8200

FKT-2538 -3～ 0 80～ 200 2 ×11 4×64-6 11000

Water-proof and frequency-adapted motor by dual-motor drive self-synchronization technology, to 
achieve rapid dehydration effect.
Small investment, simple process and compact structure. Convenient for system layout arrangement.
24-hour continuous dehydration work.
High capacity, V-shaped screen design, -5° screen climbing dewatering to dehydrate sand product 
with low water content.
The wear-resistant mesh has long service life and the mesh hole size is customized and optional. 
High strength structure without internal stress,  light weight but durable. 

FEATURES
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Model
Chute size Max.feed size Capacity

Eccentric 
shaft speed

Power
Weight

（excluding motor）
Overall dimensions

（mm） （mm） （t/h） （r/min） （kw） （kg） （mm）

FKZ-380×96 3800×960 500 100-160 500-714 11 4200 3882×1684×1340

FKZ-490×110 4900×1100 630 120-280 500-800 15 5500 4957×2400×2150

FKZ-590×110 5900×1100 630 200-350 750 22 6100 6000×2500×2150

FKZ-600×130 6000×1300 750 400-560 500-800 30 7800 6082×2580×2083

FKZ-600×150 6000×1500 1020 460-575 500-800 30 8700 6086×2662×2186

FKZ-600×180 6000×1800 1200 600-800 500-800 37 11800 6310×3262×2230
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Model FKX-703 FKX-1003 FKX-1253 FKX-1503

Chute size (W*L*H)(mm) 700×1290 x 250 1000×1750×250 1250×2000×315 1500×2250×300

Capacity
（t/h）

Horizontal 120 270 460 720

-10° 170 380 650 1000

Max. feed size（mm） 200 300 350 500

Vibrating frequency（r/min） 1450 1450 1450 1450

Double amplitude（mm） 4 4 4 3.5

Power（kw） 2×0.55 2×1.1 2×1.5 2×2.2

Weight（kg） 389 762 1099 1477
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Model   Deck
Screen size Max. feed size Capacity

Installation 
angle

Vibrating 
frequency

Power Overall dimensions

(mm) (mm) (t/h) (°) (HZ) (kW) (mm)

F2YK-1230 2 1200×3000 100 7.5~80 20 16.2 5.5 3818*1858*1070

F3YK-1230 3 1200×3000 100 7.5~80 20 16.2 7.5 3922*1858*1420

F2YK-1548 2 1500×4800 200 30~200 20 16.2 15 5745*2152*1320

F3YK-1548 3 1500×4800 200 30~200 20 16.2 15 5909*2152*1770

F4YK-1548 4 1500×4800 200 30~250 20 16.2 18.5 6073*2152*2220

F2YK-1860 2 1800×6000 250 50~300 20 16.2 22 6968*2536*1490

F3YK-1860 3 1800×6000 250 50~300 20 16.2 22 7132*2536*1940

F4YK-1860 4 1800×6000 250 50~300 20 16.2 30 7295*2536*2390

F2YK-2160 2 2100×6000 250 100~400 20 12.16 22 6972*2846*1502

F3YK-2160 3 2100×6000 250 100~400 20 12.16 22 7136*2846*1952

F4YK-2160 4 2100×6000 250 100~400 20 12.16 30 7300*2846*2402

F2YK-2460 2 2400×6000 300 150~600 20 12.16 30 6972*3156*1502

F3YK-2460 3 2400×6000 300 150~600 20 12.16 30 7136*3156*1952

F4YK-2460 4 2400×6000 300 150~600 20 12.16 37 7300*3156*2402

F2YK-2475 2 2400×7500 300 200~650 20 12.16 22*2 8491*3156*1613

F3YK-2475 3 2400×7500 300 200~650 20 12.16 22*2 8667*3156*2163

F4YK-2475 4 2400×7500 300 200~650 20 12.16 22*2 8818*3156*2513

F2YK-3072 2 3000×7200 350 200~800 20 12.16 22*2 7991*3716*1613

F3YK-3072 3 3000×7200 350 200~800 20 12.16 22*2 8167*3716*2163

F4YK-3072 4 3000×7200 350 200~800 20 12.16 30*2 8318*3716*2513

F2YK-3680 2 3600×8000 350 300~1000 20 12.16 37*2 8906*4406*2030

F3YK-3680 3 3600×8000 350 300~1000 20 12.16 45*2 9088*4423*2530

F4YK-3680 4 3600×8000 350 300~1000 20 12.16 45*2 9252*4423*2980
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